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Recommended Software:
• Capcalc
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The Original that Set the World Standard

Dial Reading Viscometer
• Easy set-up, simple to use & select speeds
• Continuous torque sensing capability
• Electronic drive, quiet, reliable operation
• Analog display shows % torque; use Factor

Finder to convert reading to centipoise
• Accuracy: ±1.0% of range, Repeatability: ±0.2%

Viscometer Specific for Paints and Coatings

CAP2000+
• Broad shear rate range
• Peltier temperature control
• Excellent for paints and coatings

Ideal for Paints, Coatings, Inks, and Pastes

KU-3 Viscometer
• ASTM D562 compatible
• LED display in Krebs Units, Grams,

and Centipoise
• Magnetic spindle coupling
• Easy to use, no weights, simplifies

established test procedure
• Accommodates standard pint, ½ pint,

and quart cans
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In-Line Process Viscometers

Rugged, No-Maintenance In-Line Viscometer

FAST Viscometer

• Unique micro rotational sensor
• No moving parts, no maintenance
• Una�ected by external vibration
• Flexible vertical or horizontal installation
• True temperature readings to 120°C

In-Line Viscometer for Paints and Coatings

VTE Electric Viscosel

• Convenient & inexpensive
• Sensitive response ensures continuous conditioning of fluid
• Process measurement for real time control
• Simple to change viscosity range
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Rheometers

Full-Featured, Oscillatory Rheometer

RSO

• User-friendly touch screen
• Auto spindle recognition
• Automatic gap setting
• Rapid temperature control
• Air Bearing Motor for Oscillatory measurements

• Quick and easy
• Viscosity and viscoelastic measurements in a wide range of applications

Software:
• Rheo3000

Ideal for High Temperatures and Pressures

PVS Rheometer

• Highly portable with 1' x 1' x 2' footprint
• Measures samples at pressures up to 1000 psi
• Measures under temperature conditions:

-40°C to +260°C

Included (required) Software:
• Rheovision
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Ideal for pastes, slurries, and materials with particulates

RSX Soft Solid Tester

• Vane Spindle Geometries to measure paste-like
materials and other challenging soft solids

• Motorized stand with auto-immersion feature to
automatically insert the vane spindle into the sample 
to the correct depth

• Powerful 200 mNm motor for higher viscosity materials
• Included adjustable sample stand allows secure

handling of a variety of container shapes and sizes
• Can be used in CC (coaxial cylinder) mode with purchase 

of optional CC adapter mount, coaxial cylinder spindles, 
water jackets, and accessories

Rheometer RSX Family

Superior Viscosity Profiling and proven design
for volatile samples

RSX Coaxial Cylinder

• Temperature control from -20°C to 180°C with
choice of direct immersion in bath or external
circulation using the FTKY3 water jacket

• Quantifies properties like Viscosity Profiling,
Thixotropic Response, Creep Analysis, and
Yield Stress Determination

• Use of cylindric geometries provides the most
accurate measurement results, especially in the
low-viscosity ranges

• Ideal for samples that readily evaporate and
may prove challenging with Cone-Plate geometries

Ideal for measuring small sample volumes
and di�cult to clean materials

RSX Cone Plate

• Peltier and Fluid Heat (external bath) options available
for rapid and accurate temperature control

• Very small sample size for rapid test setup and cleanup
• Controlled shear stress/shear rate operation
• Automatic spindle gap setting with standard

one-piece spindles
• Spindles available for both Cone – Plate and 

Plate –Plate measurementsRecommended Software:
• Rheo3000
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• High-end touchscreen Rheometers 
• Intuitive user Interface for simple stand-alone operation 
• Large, user-friendly 7” Touch Screen 
• High torque motor for testing challenging samples 
• Quick connect coupling system for easy spindle attachment 
• Automatic spindle recognition with integrated barcode reader 
• Quick test functionality allows for testing within minutes 
• Rugged design for the production floor and industrial 

use & applications 
• Provides both Controlled Shear Rate (speed) and Controlled Shear 

Stress (torque) measurements





Accessories

TA-DEC 
• Dual extrusion cell
• Used for forward and 

back extrusion of fruit 
puree, pudding, yogurt, 
or similar products

TA-STF
• Quantifies the spread 

force of a material.
• Comes with 1 male 

cone probe, 5 sample 
cups, and 1 cup holder

TA-SBA-WB-1
• 1 mm shear blades
• Used for cutting-shear 

test of meat, fish, 
sausage, etc

TA-52
• Used for cutting tests.
• Perfect to test meat, 

poultry, fish, or similar 
products

TA-TPB
• Three point bend fixture
• Used to determine the 

hardness of products 
like hard tablets, granola 
bars, energy bars, etc

TA-CTP
• Compression top plate
• For applying uniform 

compression force on 
samples up to 4x6 inches

CTX Texture Analyzer 
Full-featured Texture Analyzer

• Deflection compensation for the most accurate measurements
• Interchangeable load cells for optimal flexibility (eight choices 

ranging from 100g to 100kg)
• Easy-to-use texture analyzers measure compression and tension 

of materials in a wide variety of industries
• Extended boom for longer reach testing
• Three adjustable base tables for more versatile sample testing

Texture
Analyzers

15

Recommended Software:
• Texture Pro

• Easy-to-use texture analyzers 
• Measure compression and tension of 
materials in a wide variety of industries
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The CTX has an additional variety of
probes, fixtures for testing broad
categories of packaging materials,
foods of all types, cosmetics,
pharmaceuticals, and mechanical
devices. 


























